
Adhesive LED Film Screen 

 

 

Adhesive LED film screen is a brand-new concept of LED display which is suit for the application required 

image on a transparency glass. This can widely used on shopping mall, glass elevator, escalator, shopping 

windows etc. 

 

 

The special features of the Adhesive LED film screen are including:  

 

Thin and light in weight  

The LED Film screen is thin less than 3mm and weight less than 3.5kg per square meter. Thanks to the 

special design, it can stick on the glass or even hanging on the ceiling.  

 

High transparency rate,  

The highest transparency rate is around 80% which allow the image show but still can see through from 

the glass. 

 

Flexible in size and sharp 

Depends on the size of the glass, the LED Film Screen can be cut into different length to fit the actual 

requirement. The screen can also bend to fit to the curve glass or wall. 

 

Easy Installation 

The installation is very easy compared to install a traditional LED wall. No frame, no steel structure and 

no screw are required. All you need is just stick the screen on the glass. 

 

Cost saving 

As there are no steel structure or frame required on installation, the installation cost are slightly less 

than install a traditional LED wall. 

  

 



Application: 

 

 

Building Glass wall 

 

Hanging installation  Advertising on building windows 

 

 

 

 

 

 

 

 

 

 

Hanging installation  Advertising on building windows 

 

 

 

 

 

 

 

 

 

 

 

 

Elevator     Cut into sharp 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

Stick on ceiling 



 

Curve Screen 

 

Airport 

 

special design



Parameters of LED Film Screen 
   

     

Model P6.5  P10  P20 
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Transparency (%) ≦60 ≦70 ≦80 

Module Resolution 

(dots/panel) 
74(w) x 32 (H) 48(W) x 32(H) 24(W) x 16(H) 

Pixel Density (dots/meter) 23670 10000 2500 

Normal Minimum unit size 

(mm) 

962 x 48.5   

1443 x 48.5 

960 x 73 

1440 x 73 

960 x 73 

1440 x 73 

Normal Signal Module size 

(mm) 

962 x 208 

1443 x 208 

960 x 320 

1440 x 320 

960 x 320 

1440 x 320 

Thickness (mm) ≦3 

Film weight (kg/m2) ≦3.5 

Dust-Proof Rate ≧96% 

Operating temperature -20℃ ~ 55℃ 

Storage temperature -25℃ ~ 90℃ 

Operating humidity (RH) 10%~90% 

Storage humidity (RH) 20%~65% 
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Imaging Principle Active Luminescence 

Pixel Pitch (mm) 6.5 x 6.5 10 x 10 20 x 20 

DSP Novastar 

White Balance Brightness 

(cd/m2) 
2600-5500 1000-5500 2000-4000 

Brightness Uniformity ≧97% 

Chroma Uniformity ±0.003 

Correlated Color Temp (K) 2000-9300 (adjustable) 

Viewing Angel 160∘ 

Pixel Composition 1R1G1B 

Frame Frequency (HZ) 50 & 60 

Refresh Rate (HZ) ≧1920 

Driving Mode Static Scanning 

Suitable Viewing Distance 

(m) 
≧6 ≧10 ≧15 
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Supply Voltage (V) DC 4.2~5 

Max Power Cons. (w/m2) ≦800 ≦850 ≦590 

Avg Power Cons. (w/m2) ≦400 ≦250 
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Min installation space (cm) ≧5 

Installation Mode Sticking / Hanging 

     

 


